
Dimensions (L x W x H) max. 53 mm x 12 mm x 25 mm

Weight ca. 6 g

Pull-out force > 135 N

Insertion force < 80 N

Temperature range -40 °C - +90 °C

Insulating resistance 1000 V / DC

• Fast and compact adapter solution

• Use of E02-connection cables still possible

• For fire extinguishing generators Dynameco 200-, 300-, 2000-E03

• For wire-installations with plugs of E02-series
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Z-ADAP-E02 / E03-AK2-11

Züpi-adapter E02 / E03-AK2 11 mm

Product feature:

Sequence

With our Züpi-adapter E02 to E03 you can use your

existing wire-installation of the Dynameco E02-series 

further on. This adapter connects the fire extinguishing 

generators Dynameco 200-, 300-, 2000-E03 with your 

existing plugs from the E02-series.

One adapter is required for each fire extinguishing

generator.
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TKZ: 80808

Delivery scope:
• 1x Züpi-adapter

• 2x Cable ties

+ =

+ =

1)

2)

Z-ADAP E02 / E03 Cable with plug for 
Dynameco...-E02

Z-ADAP with E02-cable

Z-ADAP with E02-
cable

Dynameco
...-E03

Z-ADAP at Dynameco
...-E03 with E02-cable

Fasten the 
first cable tie 
around the 

E02 plug and 
adapter

Fasten the 
second cable 
tie around the 
E02 plug and 

adapter


